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Foam engine carbon cleaner RESURS
Technical description
Foam composition is designed for cleaning gasoline and diesel engines from high-temperature carbon deposits and sludge. Deletes deposits from valves, in an intake collector, from the top part of the piston and the first piston ring. It can be used to clean the EGR valve, turbocharger and other parts from aluminum, steel, cast iron.
PROPERTIES:
 Softens and completely dissolves carbon deposits, resins;
 Does not cause corrosion of steel, aluminum, cast iron and their alloys;
 Does not affect the rubber and plastic elements of the internal combustion engine, if following the instructions;

PURPOSE:
· Decarbonizing of the combustion chamber and cleaning the engine from carbon deposits without full disassembling;
· Reduction of oil consumption, decoking of compression rings, restoration of compression;
· Cleaning of valves and other elements of the intake system of the engine without disassembling;

METHOD OF APPLICATION FOR CLEANING THE INTAKE COLLECTOR
· Warm up the engine to 50-60°C, disconnect the plastic part of the intake manifold.
· Spray the composition into the inlet of the cylinder head until it is completely filled with foam.
· After the sedimentation of the foam, allow the composition to react with soot for 5-7 minutes, then repeat step 2.
· The number of repetitions depends on the number of deposits. 4-5 repetitions are recommended.
· Remove the remaining contaminants with a rag, then blow off the collector with compressed air, covering the wells with rags. Avoid contact with skin, eyes, mucous membranes.
· Assemble the intake manifold, after which it is recommended to clean the combustion chamber.

METHOD OF APPLICATION FOR CLEANING THE COMBUSTION CHAMBER
· Warm up the engine to 50-60 ° C. Remove the ignition coils and spark plugs.
· Spray the composition into the well until it is completely filled with foam.
· After the sedimentation of the foam, allow the composition to react with soot for 5-7 minutes, then repeat step 2.
· The number of repetitions depends on the number of deposits. 4-5 repetitions are recommended.
· Pump out the remaining contaminants with a tube and syringe.
· Close all the candle openings with a rag to prevent liquid splashing.
· Turn the engine on with the starter for 10 seconds.
· Install all spark plugs and ignition coils.
· Start the engine and let it run for 5 minutes. Thick smoke may escape from the exhaust pipe. It is necessary to raise the engine speed several times to 2000-2500 rpm, until the smoke becomes less saturated.
· On heavily soiled engines, it is recommended to repeat the procedure after 10 thousand km.
· Oil change after applying the composition is not required. To protect and restore against engine wear, we recommend the use of additive RESURS NEXT metal compounds.
PRECAUTIONARY MEASURES:
Dangerous! Extremely flammable aerosol. The cylinder is under pressure. Explosion may occur when heated. Before use, familiarize yourself with the purpose and method of application of the product. Keep away from ignition source, sparks, open flame. No smoking. Do not violate the integrity of the package. Do not burn. Protect from sunlight, avoid heating above + 50 ° С. Use at a temperature not lower than + 10 ° C. When working, the use of protective gloves is mandatory. Do not inhale or swallow. Avoid contact with skin and eyes. H314 Causes severe skin burns and eye damage. H317 May cause an allergic skin reaction. H372 Causes damage to organs through prolonged or repeated exposure. H402 Harmful to aquatic life. P303 + P361 + P353 IF ON SKIN: Take off immediately all contaminated clothing. Rinse skin with water or take a shower. P305 + P351 + P338 IF ON EYES: gently flush eyes with water for several minutes. Work with an internal combustion engine should only be carried out when connected to an exhaust system or in the open air. Keep out of the reach of children. After using the container, dispose of as household waste.
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SPECIFICATIONS: 
	Appearance
	Oily colorless liquid

	Viscosity on a VZ-4 viscometer at 20 ° С, sec
	15-25

	Flash point, °С
	90

	Pour point, ° C, not higher
	-20

	Density kg / m3
	1020

	Corrosion on metals
	withstands




COMPOSITION: 
Nitrogen-containing organic solvents> 50%, surfactants> 10%, functional additives> 10%, hydrocarbon propellant <30%.
STORAGE CONDITIONS: 
To store in a dry room at a temperature from -20 ° С to + 40 ° С out of the reach of children.
Shelf life is 3 years.
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